(IMPORTANT: ALL INTERFACES AND DIMENSIONS ARE TO BE VERIFIED BY CUSTOMER / CLIENT IMPORTANT: PENDOCK OFFER DESIGN ASSISTANCE ONLY - PENDOCK ACCEPT NO DESIGN RESPONSIBILITY IF IN DOUBT, ASKD
>

. I
P20-170 - Pr_35_90_43 66 Batten (not supplied) to be )
fixed to wall underneath the C(X/ael;/e I:Ec:gss-slfs;itiosrfz dagg
Manufacturer: top of the guard to provide P required to suit Long guards can be
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Pendock Safeheat PENDOCK SAFEHEAT

LST RADIATORS & GUARDS

Product Reference:

ST Bullnose

Product Description: edges

The Pendock Safeheat range, of low surface temperature (LST)
radiator guards are designed and manufactured to protect residents,

children and patients by reducing the risk of burn injury in a wide Guard fixed to wall using
range of sectors including care-homes, sheltered housing, schools suitable fixings
andl_ho:_pltals, as well as other healthcare, education and residential (not supplied)
appfications. through external lugs
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All sizes are available to suit specific applications. Guards are O f/f fyf
manufactured project specifically to ensure suitability and maximise yy ffyf yfy
performance. 2 ffyf e
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Length: | Oyfy
All sizes are available to suit specific applications. Guards are &
manufactured project specifically to ensure suitability and maximise
performance. Long guards can be manufactured in sections and Valve access cut-outs and o
bolted together to form a one piece unit where required. cover plates - Positionedas ———— | |

required to suit

Valve locations
Thickness:

2mm Zintec as standard

Profile Angle:
115 degree unit with Bullnose edges

Finish / Colour:
Polyester Powder Coating (PPC) to RAL 9010 as standard. Other PPC
colours and finishes are available

Fixing method:

External Lugs for mechanical fixing to substrates for airflow

Accessories / Options: Skirting & Pipework cut-outs

Antibacterial Coatings where required

(uth tolerance)

Coved flooring cut-outs

Anti-ligature internal mesh protection

External Fixing Lugs : : :

Can be used in conjunction
with Pendock Profiles pipe
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